








VODM-PET – the CSD and water  
variant
The basic design is suitable for many 
products (CSD, carbonated and non-
carbonated mineral water, wine, etc.).

VODM-PET – the beer variant
A minimum of oxygen pick-up during 
filling is achieved by rinsing the  
bottle with inert gas.
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VODM-PET (42355) VODM-PET (42353)

1	 Control cylinder
2	 Pressurisation and return gas valve, 

fast
3	 Snifting valve
4	 Pressurisation and return gas valve, 

slow
A	 Snifting and CIP return channel
B	 Pressurisation and CIP return  

channel

1	 Control cylinder
2	 Pressurisation and return gas valve, 

fast
3	 Pressurisation and return gas valve, 

slow 
4	 Snifting valve
5	 Valve – flushing the bottle with gas
A	 Snifting and CIP return channel
B	 Pressurisation and CIP return  

channel
C	 Pure CO2 and CIP return channel
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Screen

 	Colour touch-screen
 Secure access to the user interface 

using individual transponders
 User-friendly menu setup in the 

operating programme
 Task-oriented user concept
 Easy-to-follow display of the cur-

rent production data
 Filling steps can be adjusted indi-

vidually and saved for any product
 Malfunction display in plain text 

and graphic display
 Text displayed in the set language
 Interface to higher-level systems 

like LDS (Line Data Storage Sys-
tem) or LMS (Line Management 
System)

 Remote maintenance possible 

Change-over
 
	 Changes of the filling volume or 

the filling programme by touch-
screen selection 

	 Replaceable centring bells for 
changes of the neck finish shape

	 Neck-handling device: with the 
same neck-finish diameter and 
changes of the container height 
and diameter, merely the capper 
starwheel and lowering starwheel 
must be replaced

	 Optional: special design for suc-
cessive change-over of mixer and 
filler making product change-overs 
within 10 minutes possible

Neck-handling  
clamps

Touch-screen  
operation
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 	Filler base frame completely in 
stainless steel

 Flushing system for exterior  
cleaning of filler

 Fully automated valve manifold
 Measuring devices for product 

pipe, for example O2, CO2, Brix 
value, product flow

 Consumption measurement, for 
example of water or CO2 

 Spray balls in the ring bowl for 
optimal cleaning and quick  
product changes

 Product contact parts in AISI 316
 Distributor with gaskets that can 

be rinsed from behind or that are 
lubricant-free

 Product pumps
 Automatic CIP cup feed

Fully automated  
valve manifold
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 	Foam cleaning system for exterior 
cleaning of filler

 Clean room housing with HEPA 
filters

 Nitrogen droppler
 krones Capcade – cascade sorter 

for caps
 Cappers from other manufacturers
 Aluminium seal machines
 Easy conversion to Bloc arrange-

ment with rinser, blow moulder, or 
labeller via replacement of  
Monotec modules possible

Cascade sorting system 
 for caps

System for  
foam cleaning  

Clean room housing
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■	 Versatility
	 This filling system is suitable for a 

wide range of products: ranging 
from water to CSD and beer all the 
way to wine and sparkling wine.

■	 Flexibility
	 Change-over to other products, 

CO2-contents, or filling tempera-
tures is done quickly, easily, and it 
is reproducible.

■	 Short change-over times
	 Very short change-over times 

made possible via neck-handling 
parts and changes of the filling  
volume via touch-screen selection 
or easy filling programme selec-
tion.

■	 Hygienic bottling conditions
	 Minimised surfaces on the filler’s 

exterior thanks to Monotec free-
standing transfer starwheels.  
Mechanical drive units such as 
gears and joint shafts have been 
replaced by closed servodrives.

■	 Easy maintenance 
	 This machine is well accessible so 

that all maintenance and service 
jobs can be performed easily.

■	 Future viability
	 The modular design of the filler 

enables retrofitting of another 
capper or the creation of a Bloc 
with rinser, blow moulder, or la-
beller.
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krones ag
Böhmerwaldstraße 5
93073 Neutraubling
Germany

Telephone: +49 9401 70-0
Telefax: +49 9401 70-2488
E-mail: info@krones.com
Internet: www.krones.com

LCS Lifecycle Service

Each company, each facility, is unique. 
By making the appropriate selection 
from the capabilities offered by LCS 
Services and LCS Parts + Software, 
you will receive a package tailored 
precisely to your actual needs. And in 
addition, you benefit from our com-
prehensive expertise gained from op-
erating production lines in the food 
and beverage industries, and in the 
cosmetic, chemical and pharmaceuti-
cal sectors as well.

	 TCO Total Cost 
	 of Ownership

The client is the paramount focus  
of krones’ product strategy. This is 
why many of our new ideas emerge 
from close liaison between our ser-
vice and sales people and the client 
on site. The R&D departments at 
krones then develop the appropri-
ate products, geared without excep-
tion to cutting our clients’ operating 
and raw-material costs (total cost of 
ownership).

	 enviro

krones stands for innovative ma-
chines and high-performance lines. 
enviro epitomises its commitment to 
saving costs, by reducing energy con-
sumption and ensuring economical 
use of natural resources. Intelligent 
machinery design to a maximised 
level of technical excellence enables 
us to grant exceptionally long life-
times and economical efficiency to 
optimised ergonomics and safety for 
the operators and the maintenance 
staff alike. 

T C O

First name

Surname

Company

Street, house number

Post Code 	     Town

Country

Telephone

Email

Contact person at Krones (if known)

Contact

  Visit by a customer consultant

  Further information material

  Mr		    Ms

► Send by email
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